3904

FOUND DUCHESNE

RECORD OF SURVEY FOR

RYAN ROSS

SECTION 36, TOWNSHIP 2 SOUTH, RANGE 2 WEST
UINTAH SPECIAL BASE AND MERIDIAN

PROFESSIONAL LAND SURVEYOR AND THAT | HOLD CERTIFICATE NUMBER 148951 AS

Jerry D. Allred, Professional Land Surveyor,
Certificate No. 148951 (Utah)

COUNTY SURVEYOR'S FILE # 3G (¢}

]

COUNTY ALUMINUM CAP
AT QUARTER CORNER e )
? 5 N 89°43'38" £ 1318.87' N 89'43°02" £ 1319.04
26+31.93 ._ . “_i i
347,07’ = 971.80 FOUND 5/8” REBAR FOUND 5/8 REBAR
. % AN AT 1/16 CORNER AT CJi CORNER
I O 7 N W
I B oy X "
N 89'50°09” W © y
24+49.15 - * (%) >
[ o 346.43 . Q
I B 8 -
N 2 N o
3 2 3 :
. ’ » 2 Ln
23+06.56 | - L e ;-O) S :g
L 345.99 ﬁ % S A
Q N ~ 3 !
S 3 2 VRS 9
¢ ¢ =
= . ~ W=
21+64.55 '& —‘ e 8 E
1 : .
sl 345.33 N 0 2 >
9] ) 3 o)) (QK ()
Y N 4 R ZgS AN S Q
N ¥ 5 N = S Q
Ny IS 5y S S
° ’ ”» . ’ ” < -
PP N 89°2145" W - = N 895519 E & & o , a NORTH
% | o 345.04° y 355.16' T ) o S 89'44’50" W 1319.22 N
1947395 O N | B AL ; y =
I B 5 3 B 8 S 89'45'14" W 1319.73 ™
~ | ~ | g 3 - -
I [ ! = 4 G
N e 344.48 z 355.08 s = " ,
| S 89°40'15” £ 699.55’ ol o SCALE:1"=200
D N O,
18+13.99 %—‘* - - S ™ i 0 200
::,\; S 89'40'37" £ 356.87 S 89'47°00" £ 318.48’ 3
2Ry - e e —
S 6 /
= o
1 359.11° 315.58"’ 645.47' l 3
16+44.96 ‘ : e - -
N 89°46°01" E 1320.16 o
| \ S¥
o MCCORMICK Sk G
8; WARRANTY DEED NWX 5
[N ENTRY NO. 445460 SW¥ N
o BOOK A646, PG 341-2 %
‘N_‘; | |
© | ‘
N
BN N 89°46'47" £ 1320.59’ N 89°46°38" £ 1319.40’
13+15.96 : 9 —@- —@-
> : ! FOUND 5/8" REBAR »
E\’ ‘ AT 1/16 CORNER FOUND 5/8" REBAR
S AT 1/16 CORNER
o
S)
n ! |
I I
[ [
l [
1 !
[ [
1 | *
[ | b
N
o
A Q
©
S | N:
bt \ ®
=
o
N
| | N
| [ )
-
| [
\ |
\ |
\ |
\ |
| |Founp DUCHESNE
COUNTY ALUMINUM
CAP AT SECTION FOUND 5/8" REBAR
. CORNER WITH PLASTIC CAP
SEC 35 y SEC 36 AT 1/# CONNER
0+00.00
SEC 2 SEC 1 N 8954 33" E 2650.59
NARRATIVE AND NOTES
This survey was performed at the request of Ryan Ross for the purpose of locating the lot THIS SOUTH LINE OF THE SUBDIVISION IS THE NORTH LINE OF THE S¥% OF THE S}k OF
corners of several lots in UINTAH MOUNTAIN VISTA PHASE 1 (AMENDED). THE NWJ¥ OF THE SW}
LEGEND AND NOTES The subdivision was originally platted and staked by DeNile McKenna and recorded in May SEVERAL ORIGINAL REBAR MONUMENTS AT LOT CORNERS AND ON LOT LINES SET BY
2012. MCKENNA WERE FOUND AND USED TO CONTROL THE POSITION OF THE LOT LINES IN THE
SUBDIVISION. THESE REBAR, EVEN THOUGH THEIR POSITION DOES NOT FIT THE PUBLISHED
FOUND SECTION CORNER AS NOTED ON PLAT Section 36 was originally surveyed by the General Land Office using the "3—mile method” DIMENSIONS ON THE PLAT VERY CLOSELY, OPERATE AS ORIGINAL MONUMENTS SET AT THE
during which the sixteenth corners were set. A search was made for the monuments TIME THE LOT LINES WERE CREATED. THEY DEFINE AND FIX THE POSITION OF THE LOT
FOUND QUARTER CORNER AS NOTED ON PLAT marking these Public Lands Survey System corners and the results are shown on the plat. LINES AND CORNERS.
@  FOUND SIXTEENTH CORNERS AS NOTED ON PLAT We then ran the West line of the SWH¥ to the Southwest Corner of the N} of the SK of THE SOUTH LINE OF THE PLATTED ROAD AT ITS WEST END IS SET AT THE RECORD
the NWY% of said SWY4, which is the Point of Beginning of the Subdivision. We found that DISTANCE OF 66 FEET FROM THE NORTH LINE OF THE ROAD AS FIXED BY THE FOUND
] FOUND REBAR SET BY DENILE MCKENNA AS PART OF ORIGINAL SUBDIVISION SURVEY distance to be 1644.96 feet, the subdivision plat shows 1646.02 feet. Continuing North ORIGINAL REBAR. THE ROAD WIDTH IS SET BY WHAT HAS BEEN DEDICATED TO THE PUBLIC
along said West line 986.97 feet we found the West Quarter Corner of the Section. The AND IS NOT SUBJECT TO THE DISTRIBUTION OF EXCESS OR DEFICIENCY BETWEEN FOUND
A FOUND 5/8" REBAR SET BY RODNEY ROWLEY subdivision plat shows that distance to be 995.88 feet, an excess of 8.91 feet. This MONUMENTS. HOWEVER, WHERE ORIGINAL MONUMENTS ARE FOUND THEY CONTROL THE
survey measured 2631.93 feet between the Section Corner and Quarter Corner, the POSITION OF THE LINE.
® SET 5/8°X24" REBAR WITH CAP STAMPED ALLRED SURVEYING AT CORNERS subdivision plat has 2651.90 feet, (a 19.97 feet discrepancy).
THE NORTH BOUNDARY OF THE SUBDIVISION IS THE NORTH LINE OF THE SWJ OF SECTION
(o) EXISTING PIPE FENCE CORNER POST AT CORNER These conflicting dimensions left some doubt as to where to search for and expect to find 36. THE NORTH-SOUTH DIMENSIONS OF LOT 1 DIFFER SIGNIFICANTLY FROM THE DATA
original lot corners. As a starting point we calculated the position of the corners based GIVEN ON THE SUBDIVISION PLAT WHICH WOULD CAUSE AN OVERLAP INTO THE NW}4 OF
—%——— EXISTING FENCE on the tie to the Section Corner. At the ’record” positions of the lot corners we used a THE SECTION. )
metal detector to scan the area for iron rods. We found many of these original lot SURVEYOR'S CERTIFICATE
corner monuments as indicated on this plat. These found rebar lot corner monuments as SECTION 36 WAS ORIGINALLY SURVEYED BY THE GENERAL LAND OFFICE DURING WHICH THE I, JERRY D. ALLRED, DUCHESNE COUNTY, UTAH, DO HEREBY CERTIFY THAT | AM A
originally set by McKenna define the position of the lot lines on the interior of the SIXTEENTH CORNERS WERE SET MARKING THE 40 ACRE ALIQUOT PARTS OF THE SECTION.
subdivision and act as closing corners on lot lines intersecting the section aliquot part THE FOUND REBAR MARKING THESE REESTABLISHED CORNERS CONTROL THE FURTHER PRESCRIBED BY THE STATE OF UTAH. | FURTHER CERTIFY THAT THIS PLAT WAS
THIS SURVEY WAS PERFORMED USING GLOBAL POSITIONING SYSTEM (G.P.S.) EQUIPMENT AND lines which define the boundary of the subdivision. SUBDIVISION OF THE ALIQUOT PARTS, E.G. THE POSITION OF THE SOUTH LINE OF THE PREPARED FROM THE FIELD NOTES AND ELECTRONIC DATA COLLECTOR FILES OF
PROCEDURES USING THE UTAH G.P.S. VIRTUAL REFERENCE STATION CONTROL NETWORK SUBDIVISION AS ADDRESSED IN NOTE 1. AN ACTUAL SURVEY MADE BY ME OR UNDER MY PERSONAL SUPERVISION, AND
MAINTAINED AND OPERATED BY THE AUTOMATED GEOGRAPHIC REFERENCE CENTER. THE Additionally, we found a rebar set by Rodney Rowley near the Northeast Corner of Lot 6, THAT THE MONUMENTS INDICATED WERE FOUND OR SET DURING SAID SURVEY,
BASIS OF BEARINGS IS GEODETIC NORTH DERIVED FROM G.P.S. OBSERVATIONS AT THE SW 7.67 feet Southwest of the original corner set by McKenna, which we also found. There is THIS REBAR WAS FOUND ON THE LOT LINE 10.16 FEET NORTH OF THE SOUTH LINE SO AND THAT THIS PLAT ACCURATELY REPRESENTS SAID SURVEY TO THE BEST
CORNER OF SECTION 36, T2S, R2W, U.S.B.&M. LOCATED AT LAT: 40°1530.82972" N & no record of the Rowley survey in the County Surveyor’s office so we were unable to WAS USED AS A CLOSING CORNER. SET 5/8°X24" REBAR WITH CAP STAMPED "ALLRED OF MY KNOWLEDGE AND BELIEF.
LONG: 110°04°02.57886" W USING SAID CONTROL NETWORK. determine which monuments he used to control his survey. SURVEYING” ON SOUTH LINE.
Using the found monuments marking both the PLSS corners and the subdivision lot corners THIS REBAR WAS FOUND ON THE LOT LINE 5.69 FEET NORTH OF THE SOUTH LINE SO WAS
to control the survey we then set the remaining corners as indicated on this plat. USED AS A CLOSING CORNER. SET 5/8"X24” REBAR WITH CAP STAMPED "ALLRED
SURVEYING ON SOUTH LINE.
FOUND 5/8” REBAR SET BY RODNEY ROWLEY S 44°55'15" W 7.67 FEET FROM FOUND
ORIGINAL MCKENNA REBAR.
FOUND 5/8” REBAR SET BY RODNEY ROWLEY 4.36 FEET SOUTH OF STREET SOUTH LINE
THE POSITION OF THIS CORNER WAS DETERMINED TO BE AT THE INTERSECTION OF AN

AVERAGE LINE THROUGH THE FOUR FOUND REBAR TO THE SOUTH WITH THE ALIQUOT PART
LINE. A RUSSIAN OLIVE TREE OCCUPIES THE CORNER.
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